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A B S T R A C T

Due to the ever-growing public concern about radon risk arising from building materials, the radon exhalation
rates and the natural radioactivity of eighteen dimension stones mostly used in Sardinia and widely exported
worldwide have been estimated by means of laboratory tests. Some of the quarrying companies that operate
within the Sardinian territory provided the samples to be tested, which include twelve granitoids, four pyroclas-
tic rocks and two basalts. The Activity Concentration Index (Iɤ), the External Radiation Hazard Index (Hex) and the
Radium equivalent activity (Raeq) were calculated for each rock sample under investigation, based on the estimated
values of 222Rn exhalation rate and 226Ra, 232Th and 40K radioactivity concentration. A poor correlation between
radon release rates and 226Ra radioactivity concentrations was found. The contribution to indoor radon accumu-
lation was also simulated for the stone with the highest 222Rn exhalation rate and the resulting concentration
compared with the limit value establish by the 2013/59/Euratom Directive. These findings can be extended to
rocks formed in similar geodynamic settings that are likely to produce igneous rocks with similar petrographic
and geochemical features.

© 2020

1. Introduction

Prolonged exposure to radon gas (222Rn), which is known as the
main contributor to the overall natural radiation dose absorbed by pop-
ulation, may increase the risk of developing lung cancer [1]. The main
source of indoor radon is the pressure-driven influx from subsurface soil,
though building materials with high concentration of Radium (226Ra)
may represent another significant font of natural radiation [2]. Radon
(222Rn) is in fact the decay product of radium (226Ra) and a member
of the Uranium (238U) decay chain. Traces of Uranium/Radium can be
found in different rock types, with concentrations from 2-5 ppm (back-
ground) up to 1000 ppm (black shales). As regards igneous rocks, in
particular, the occurrence of uranium is more common in crystalline
rocks, like granites, granitic pegmatites and syenites [3]. Uranium/ra-
dium content in those rocks is mainly incorporated into accessory min-
erals, such as monazite, allanite, sphene, and zircon [4].

Although measurements of U/Ra activity can provide useful infor-
mation about radon release potential, the exhalation of Radon (222Rn)
from a given rock surface is strongly influenced by the petrographic
and petro-physical characteristics of the rock itself (i.e.: micro-fissures,
grain size, arrangement, alteration degree and contact surfaces between
constituents) [3]. Therefore, real-time measurements of 222Rn exha-
lation rates need to be performed in order
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to estimate the actual risk associated to a given natural stone [5]. Those
measurements must be performed on samples in the form of blocks or
slabs, as grounding the rock increases the specific surface and decreases
the grain size, thus producing an overestimation of the radon exhalation
rate and consequently a false alarm about the actual risk associated to
the material under investigation [6].

The article discusses the results of the experimental tests carried out
on eighteen Sardinian dimension stones, which were aimed at estimat-
ing their natural radioactivity and the potential for radon emission. All
samples considered in the study were provided by quarrying companies
that operate in Sardinia and include twelve granites (Rosa Beta to Grigio
Majore), two basalts (Basalto Rosso Vino and Basalto Sardo) and four
pyroclastic rocks (Pietra di Serrenti to Porfido Rosso di Arbatax).

Three criteria were taken into account for the selection of the rocks
to be investigated: i) to be commonly available in the market; ii) to be-
long to those categories of rocks that are believed to pose a higher risk,
according to the results of former studies [2,5,7]; iii) to be representa-
tive of different geological settings related to different commonly wide-
spread geodynamic environments.

It is worth highlighting as the use of the natural stones under in-
vestigation is testified since prehistoric age by many examples of engi-
neering and architectural works, both in private dwellings and public
buildings, throughout the Sardinian territory. Entire villages in Sardinia
were built with boulders of natural stones provided by the quarries op-
erating nearby. Nowadays, the use of the same natural stones, which
have been recently categorized as Global Natural Heritage Stone Re-
sources (GHSE) [8,9], has become essential for the restoration of those
historical constructions, while many touristic locations along the coast-
line have been recently built with the same stones to recall the Sardin
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ian heritage resources. The wide use of the construction material under
investigation, which is not strictly related to ornamental purposes, high-
lights the relevance of the risk evaluation hereby discussed.

2. Material and methods

2.1. Geological and petrographic characteristics of the tested samples

The most important dimension stones extracted in Sardinia are gran-
ites, limestone, basalt and pyroclastic stones (generally marketed as tra-
chyte, without distinction). Granites and limestones are mainly quarried
in central-eastern and north-eastern Sardinia, while the extraction sites
of basalts and pyroclastic rocks are widespread in a large portion of cen-
tral-western Sardinia [10].

In Sardinia, outcropping rocks give evidence of geological global
events that occurred over periods dating back from Cambrian to Quater-
nary. Rocks belonging to the Paleozoic Era cover about half of the island
surface (13,000 out of 24,000 km2) [11].

Granites constitute the calcalkaline plutonic complex, extended for
about 6,000 km2 [12]. This outcrop is a sequence of Corsican- Sardinian
batholite, which is closely related to the evolution of the south European
Variscan belt [13]. The Sardinian batholite consists mainly of monzo-
granites (65%) and, subordinately, leucogranites, tonalites and granodi-
orites (34%). Gabbroic masses are scarce and crop out mainly in the
south of Sardinia [14]. Zircon is probably the main 238U and 232Th bear-
ing mineral in the less evolved granites (such as Rosa Beta and Grigio
Malaga), while Y-bearing phases, such as allanite and xenotime, become
progressively more important during the evolution of magmas [14].

Pyroclastic rocks and basalts are linked to the geodynamic evolution
of the Mediterranean area, which led to an intense volcanism coeval or
alternated to the deposition of marine and continental sediments of the
transgressive and regressive phases that occurred between the Middle
Eocene and the Miocene. The formers are related to two main geologi-
cal events: the west-dipping subduction of the Adria plate, which gave
a calcalkaline volcanic cycle in the Oligocene–Miocene represented by
prevailing andesitic suites, and the opening of the Algero-Provençal and
North Tyrrhenian basins associated with a volcanism from calcalkaline
o peralcaline, with prevailing riodacitic suites. The basalts are related to
the extensional tectonics that affected in the Pliocene the south-Tyrrhen-
ian area following the opening of the S-Tyrrhenian Basin. Continental
and (rare) marine deposits were covered and partially interlayered with
interpolate basaltic lava flows, alkaline, transitional and sub-alkaline
volcanic cycle [11].

The experimental tests discussed in this study were carried out on the
eighteen dimension stones represented in Fig. 1, which belong to dif-
ferent geodynamic settings. The granitic samples represent a Palaeozoic
crust formed in a collisional orogen; the calc-alkaline pyroclastic rocks
were emplaced in a continental volcanic arc related to a Cenozoic sub-
duction, and finally basaltic lava flow emplaced in an anorogenic set-
ting. Table 1 summarizes the main features and the provenance of each
investigated rock sample [8,9,14,15]. A simplified geological map of
Sardinia with the location of the main quarries that exploit the dimen-
sion stones under investigation is reported in Fig. 2. The main geochem-
ical features of the tested rocks are reported in Primavori [15]. The ac-
tivity concentration of radionuclides in those rocks varies from about
10 Bq kg−1 of 226Ra in basalts to 1180 Bq kg−1 of 40K in granites. Table
2 reports the mean values and the standard deviation of the activity con-
centration of 226Ra, 232Th, 40K determined for the same lithotypes tested
in this study [14–16].

2.2. Measurement of radon exhalation rates

Direct measurements of radon exhalation rates were performed on
rock slabs about 3-4 cm thick, with sides between 9 and 21 cm and to-
tal emitting surface from 490 to 2100 cm2. The volume and porosity
were estimated for all samples according to ISRM [17]. Each sample
was first polished and then enclosed in a 10.4-liter closed chamber, to-
gether with a real-time radon-monitoring instrument (Radex MR-107),
which measures the radon activity growth over time [5,18,19]. Ac-
cording to Leonardi et al. [18], the dynamic

method was applied in order to overcome problems of chamber leak-
ages, since the chamber was not perfectly airtight. Radon concentration,
temperature and relative humidity inside the chamber were registered
each hour, for an overall test duration of about 120 h. The radon activity
concentration inside the sealed chamber is described by the two-dimen-
sional diffusion theory [20]. Considering both the back diffusion and
the radon leakage, the following formula is used to express the variabil-
ity of the radon concentration over time:

(2)

where λe is the effective radon decay constant (h−1), which accounts
for the radon decay, the leak rate of the system and the back diffusion;
C0 and Cm are the radon activity concentration (Bq m−3) at time = 0
and its maximum value respectively [18]. As shown in Fig. 3 for Rosa
Limbara, the activity growth was modeled for all samples by using the
nonlinear least squares fitting of the experimental data with Eq. (2)
[20–22]. The resulting parameters λe and Cm allowed the calculation of
the exhalation rate (ERn), according to Eq. (3) [23]:

(3)

where Veff is the effective volume of the calibration container (m3) and S
is the sample’s total surface area (m2) [18]. The radon exhalation rates
were determined for all samples under exam, according to the procedure
above described.

2.3. Measurement of radionuclide activity concentrations

In order to perform the measurements of radionuclide activity con-
centration, a small part of each sample was crushed and grounded to
fine powder to obtain the same grain size, shape and similar mass and
volume as the reference samples, providing similar detection efficiency.
About 100 gr (accuracy ± 0.01 g) of powdered sample, with grain size
less than 1 mm, were separated and oven-dried. The 100 gr sub-sam-
ples were placed inside cylindrical polyethylene containers, sealed and
left undisturbed for four weeks, in order to reach the radioactive equi-
librium between radon and its progenies. The activity concentrations
of 226Ra, 232Th and 40K were analyzed by means of gamma-ray spec-
trometry performed with a 1024 channels NaI (Tl) scintillation detec-
tor (3 × 3 in.), which was protected from background radiation with
a lead shield. The acquisition of the spectra was carried out using the
Ortec MAESTRO software. Radioactive sources of 137Cs and 60Co were
used for energy calibration. The activity of each reference radioactive
source was known, making the efficiency calibration dispensable. The
energy resolution was calculated to be 10.36%, with reference to the full
width of the peak at half of the maximum count level of 661 keV pho-
topeak for the 137Cs source. Three reference samples of Uranium, Tho-
rium and Potassium were prepared using IAEA (International Atomic
Energy Agency) sources and a Potassium salt of acknowledged chemi-
cal composition. The spectrum of each analysed sample was obtained
as the weighed sum of the three spectra 226Ra, 232Th and 40K, plus the
background spectrum; the weight of each spectrum depending on the
mass (i.e.: the activity) of the radioisotope in the sample under analysis.
The specific activity of samples was estimated according to the maxi-
mum likelihood algorithm [24]. The variance reduction technique was
applied to calculate both the weights and the standard deviations. The
correspondence between experimental data and theoretical values was
verified by performing and graphing the linear combination of the three
appropriately weighted spectra. The correspondence between calculated
and experimental spectra was excellent in all cases; an example is given
in Fig. 4 for Rosa Limbara. By using the 238U and 226Ra mass ratio (Unat-
ural: 226Ra = 1: 3.376 × 10−7) [25], the specific activity of 226Ra was
also determined.

2.4. Exposure indexes

The contribution of building materials to radon exposure can be ex-
pressed either as whole-body exposure to gamma radiation or internal
dose of inhaled radon [7]. To evaluate the exposure to gamma radia-
tion, which mainly originates from the presence of primordial radionu-
clides (i.e. 226Ra, 232Th and 40
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Fig. 1. Sardinian dimension stones tested for radon emission [10].
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Table 1
Main features and exploiting quarries of tested samples.

Rock type
Commercial
name

Petrographic
name*

Main
quarries
exploiting
the
dimension
stone

Granitoid rock (G) Rosa Beta
Acceso

Monzogranite Aggius,
Arzachena,
Luogostano,
Luras, Sant
Antonio di
Gallura,
Tempio P.

Rosa Beta (β) Biotite
Monzogranite

Giallo San
Giacomo

Biotitic
leucogranite-
equigranular

Luogostano,
Olbia, Sant
Antonio di
Gallura

Rosa Ferula Leucogranite-
equigranular

Orosei

Grigio
Malaga

Tonalitic
granodiorite

Buddusò

Grigio Sardo
Sarrabus

Leucogranite Castiadas

Granito di
Villasimius

Monzogranodiorite Villasimius

Rosa
Limbara

Monzogranite-non-
equigranular

Aggius,
Calangianus,
Luras, Sant
Antonio di
Gallura
(Priatu)

Rosa Gamma Leucogranite Luras
Bianco Sardo Leuco-

monzogranite
Buddusò

Grigio
Majore

Monzogranite-
equigranular

Villagrande
Strisaili,
Tortoli

Porfido
Rosso di
Arbatax

Porphyry granite Arbatax

Pyroclastic rock (PR) Trachite di
Ozieri

Ignimbrite Ozieri

Pietra di
Serrenti

Dacite and
Ryodacite

Serrenti

Trachite
verde di
Fordongianus

Dacite and
Ryodacite

Fordongianus

Trachite di
Bosa

Dacite and
Ryodacite

Bosa

Basalt (B) Sardinian
basalt

Basalt Bauladu,
Mogoro,
Paulilatino,
Sardara

Basalto Rosso
Vino

Basalt Paulilatino

*petrographic classification from [8; 9; 14; 15].

K) in the material under investigation, three indexes are commonly
used: the activity concentration index (Iγ) [26], the external radiation
hazard (Hex) [27] and the Radium equivalent activity (Raeq) [24].
Equations 1 to 3 describe the three indexes:

(1)

(2)

(3)

where CRa, CTh and CK are the activity concentration of 226Ra, 232Th and
40K respectively. The building materials should be restricted in their use
if their activity concentration index Iɤ is higher than 1, which corre-
sponds to an effective annual dose exceeding 1 mSv [26]. However, the
limitation only applies to hypothesis of massive use of the indicted mate-
rial (i.e.: construction of structural walls and/or interior coating of con-
fining surfaces). The Hex index must be less than the unity for the radia-
tion hazard to be negligible [28] and Raeq should not exceed the value
of 370 Bq kg−1 for the material to be used for newly built dwellings and
public buildings [29].

3. Results and discussion

3.1. Measurements results and risk indexes

Table 3 summarizes the test results and the radiological indexes, to-
gether with the porosity of each sample. As regards radon exhalation
rates, the detected levels were found between the minimum detectable
value and a maximum value of 0.92 ± 0.05 Bq m-2h−1 (Pietra di Ser-
renti); the average value was 0.48 ± 0.29 (SD). The lowest exhalation
rates were estimated for basalts. Although granites gave evidence of a
wide variability in the results, higher mean values were generally found
for granites compared to other rock types. Among granites, with some
exception, higher mean exhalation rates were detected for Leucogran-
ites compared to Monzogranites. The results are comparable to those re-
ported by several authors for rocks of same commercial type or same
geological environment [16,30,31,32].

The activity concentration of 226Ra, 232Th and 40K was found con-
sistent with the literature data reported in Table 2 and, specifically, in
the range from 3 to 80 Bq kg−1 (mean value 29) for 226Ra, from 4 to
97 Bq kg−1 (mean value 52) for 232Th and from 238 to 1826 Bq kg−1

(mean value 1004) for 40K, in. The mean radionuclide concentration
of 226Ra and 232Th resulted respectively lower and slightly above the
mean reference value of 50 Bq kg−1 (both for 226Ra and 232Th) [33].
The mean activity concentration for 40K resulted twice the mean refer-
ence value of 500 Bq kg−1 [33], which may be correlated to high con-
tents of potassium feldspar minerals in the tested samples [15].

In order to assess the radiation hazard both with reference to the
whole-body exposure and to radon intake (inhalation and ingestion), the
radiological parameters Iɤ, Hex and Raeq were calculated (Table 3): Iγ
varied between 0.13 and 0.99, Hex between 0.09 and 0.72, and Raeq was
in the range 33–265 Bq kg−1. None of those indexes exceeded the refer-
ence limits. The results were found in agreement with previous studies
[14,16,24].

Fig. 5 shows the contribution to the Iγ index of the radioactivity con-
tent for Potassium, Thorium and Radium. The limit of 1, beyond which
the building materials should be restricted in their use, is also reported.
Lower value of Iγ was observed in Basalts and Trachite di Ozieri, while
the highest value was in Grigio Majore, Giallo San Giacomo e Rosa Fer-
ula. Major contribution to radioactivity in trachyte and basalts comes
from Potassium. In most of granites, Thorium and Potassium contribute
for about 50% each.

3.2. Correlation between radium content and radon exhalation rate

Uranium/Radium levels in a given rock depend on its genetic na-
ture, evolution degree and mineralogical composition [3]. The sam-
ple with the highest Ra activity concentration was Giallo San Giacomo
(Leucogranite), even though the radon exhalation rate was not the high-
est compared to other samples. This can be explained by taking into ac-
count the textural features, fractures and weathering state of the rock
[6,32,34], which determine the possibility for radon atoms to escape
from the surface of the Ra-bearing minerals or remain trapped within
the rock. In fact, when a 226Ra atom decays a Rn atom is formed together
with an alpha particle [3]. The radon atom is ejected from the crystal or
molecular lattice in opposite direction to the surface. Based on the recoil
energy and its direction, only a fraction of radon atoms escapes from the
rock structure [35]. Presence of micro fractures and porous media in the
rock structure can facilitate radon escape and increase the probability to
reach outside environments [3,34].
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Fig. 2. Simplified geological map of Sardinia with main quarries of dimension stones, [after 10, modified].

Table 2
Mean values and standard deviation of activity concentration of 226Ra, 232Th, 40K pub-
lished in the literature for the same lithotypes tested in this study.

Rock Type n. of data Radionuclide Concentration (Bq kg −1) Refs.

226Ra ± σ 232Th ± σ 40K ± σ

Granites 10 41 ± 17 53 ± 22 1068 ± 137 [16]
Granites 17 47 ± 32 66 ± 33 1013 ± 215 [15]
Granites 7 – 69 ± 29 1177 ± 400 [14]
Trachytes 7 31 ± 5 42 ± 4 1038 ± 252 [15]
Basalts 6 10 ± 3 14 ± 4 442 ± 100 [15]

In the case of rock samples Rosa Limbara, Grigio Sardo Sarrabus,
Pietra di Serrenti and Porfido Rosso di Arbatax, although the activity
concentration of Ra was found not significantly high compared to the
other samples, high radon exhalation rates were observed (see also Fig.
6). That might depend on the radium distribution within the mineral
grains, the texture and size of the grains, the grains permeability [31]
and the sample porosity. For example, the Pietra di Serrenti has an ac-
tivity concentration of 226Ra similar to Rosa Gamma, but the texture of
Pietra di Serrenti is porfiric while that of Rosa Gamma is equigranular
and holocrystalline, with larger crystals; moreover, the Pietra di Serrenti
is hydrothermally alterated and its porosity is about 16 times that of
Rosa Gamma. In some samples, a large proportion of Uranium/Radium
elements could not be confined to accessory minerals, as a result of the
alteration processes that affected the rock [32], so that the daughter nu-
clides (Rn) can easily get away.

In accordance to other studies [31,32], a poor correlation was
found between radon exhalation rate and radium content, as the ac-
tual exhalation

rate remains strongly influenced by the rock’s physical characteristics
(e.g. texture, density, porosity, alteration, etc.) [16,32,36]. Some au-
thors found a better correlation [30], but for exhalation rate lower than
2 Bq m-2h−1 the relationship Ra/Rn becomes more dispersed and the
correlation definitely lower.

3.3. Contribution of building materials to indoor radon concentration

With the necessary schematic assumptions and based on the results
of the radon exhalation test, it is possible to calculate the contribution
to indoor radon accumulation of a given stone, hypothetically used to
confine a defined volume.

The indoor radon concentration originated from the confining walls
can be easily estimated as follows [37]:

(4)
where Ar is the area of the wall surface; Vr is the volume of the confined
space and v is the room ventilation rate. The Ratio Ar/Vr is 1.6, con-
sidering a standard room of 4 × 5 × 2.8 m3, while the ventilation rate
is assumed to be between 0.2 and 2 h−1 [37]. In this study, the highest
calculated value of ERn was about 0.92 Bq m-2h−1 for Pietra di Serrenti.
Considering the lowest air ventilation rate (λv = 0.2), the estimated in-
door radon concentration would be about 7.36 Bq m−3 (Table 4), thus
considerably lower than the recommended level established by EC Di-
rective 2013/59/Euratom (300 Bq m−3).

4. Conclusion

In order to contribute to the overall characterization of the dimen-
sion stones mostly used in the Sardinian territory and widely exported
worldwide, the radon exhalation rates and the natural radioactivity of
eighteen selected samples were estimated.
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Fig. 3. Radon activity concentration vs. time (Rosa Limbara).

Radon exhalations measurements were performed on the rock slab
samples in their natural form, according to the specifications of IAEA
(International Atomic Energy Agency). Smaller powdered samples
(100 g) were isolated to determine the content of the natural radionu-
clides 226Ra, 232Th, and 40K, by means of gamma-ray spectrometry. The
Activity Concentration Index (Iɤ) defined by EC-BSS together with the
External Radiation Hazard Index (Hex) and the Radium equivalent ac-
tivity (Raeq) were calculated and found below the reference limits. A
comparative analysis of the test results indicates higher levels of 226Ra
activity for Giallo San Giacomo, Grigio Majore and Rosa Beta Acceso re-
spectively, whereas higher radon release rates were found for Pietra di
Serrenti, Porfido Rosso di Arbatax, Grigio Sardo Sarrabus and Rosa Lim-
bara. The poor correlation between Radon release rate and 226Ra activ-
ity concentration was found to be in agreement with previous studies
where the radium activity concentration and the exhalation rate of the
tested rocks were in the same range as those discussed hereby.

The essential contribution of the stone’s physical characteristics in
providing radon escape paths from inner rock to surface seemed to be
confirmed, even though further investigation must be performed to val-
idate the assumption. The indoor radon accumulation was simulated for
a reference room made of Pietra di Serrenti, which showed the higher
value of Rn exhalation rate. Despite the hypothesis of poor ventilation,
the model proved that radon concentration remains below the reference
level of 300 Bq/m3 established by 2013/59/Euratom Directive, reveal-
ing the absence of a substantial risk in dwellings and public buildings
where the use of the natural stones under investigation is significant.
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Fig. 4. Comparison of calculated and experimental spectra for Rosa Limbara.

Table 3
Radon exhalation rates, radionuclide contents and radiological indexes.

Sample name Porosity Rn exhalation rate ± SE* Radionuclide Concentration (Bq kg −1) Iɤ Hex Raeq

(Bq m -2h −1) 226Ra ± σ* 232Th ± σ* 40K ± σ* (Bq kg −1)

Rosa Beta Acceso 0.9 0.33 ± 0.06 46 ± 2 45 ± 1 762 ± 53 0.63 0.46 169
Rosa Beta (β) 0.8 0.108 ± 0.009 26 ± 2 55 ± 2 1049 ± 57 0.71 0.5 186
Giallo San Giacomo 1.3 0.39 ± 0.02 80 ± 2 73 ± 1 1057 ± 48 0.98 0.72 265
Rosa Ferula 1.1 0.33 ± 0.03 33 ± 2 82 ± 1 1376 ± 53 0.98 0.69 257
Grigio Malaga 0.9 0.22 ± 0.06 18 ± 2 53 ± 1 709 ± 47 0.56 0.4 149
Grigio Sardo Sarrabus 0.8 0.91 ± 0.09 35 ± 2 74 ± 1 945 ± 51 0.8 0.58 214
Granito di Villasimius 1.0 0.1713 ± 0.0008 23 ± 2 36 ± 1 813 ± 48 0.53 0.37 137
Rosa Limbara 1.7 0.85 ± 0.06 25 ± 2 61 ± 1 956 ± 57 0.71 0.5 186
Rosa Gamma 0.8 0.31 ± 0.06 31 ± 2 62 ± 1 1045 ± 54 0.76 0.54 200
Bianco Sardo 1.2 0.59 ± 0.02 28 ± 2 97 ± 1 1078 ± 55 0.94 0.68 251
Grigio Majore 0.8 0.68 ± 0.06 47 ± 2 86 ± 1 1206 ± 54 0.99 0.71 264
Porfido Rosso di Arbatax 2.3 0.91 ± 0.09 29 ± 2 68 ± 1 1140 ± 52 0.82 0.58 214
Trachite di Ozieri 24.2 0.29 ± 0.04 8 ± 2 12 ± 1 238 ± 54 0.17 0.12 43
Pietra di Serrenti 12.9 0.92 ± 0.05 35 ± 3 41 ± 2 1778 ± 72 0.92 0.63 231
Trachite verde di Fordongianus 34.0 0.26 ± 0.01 33 ± 3 42 ± 2 1826 ± 59 0.93 0.63 234
Trachite di Bosa 12.2 0.34 ± 0.05 20 ± 2 32 ± 2 1436 ± 58 0.71 0.48 177
Sardinian basalt 5.7 ND* 8 ± 2 9 ± 1 345 ± 50 0.19 0.13 48
Basalto Rosso Vino 7.5 ND* 3 ± 2 4 ± 1 308 ± 49 0.13 0.09 33

SE*: Standard Error of the Estimated Value, σ*: Associated Uncertainty (1σ), ND*: Not Detectable.

sistency over space and time in sediments” [grant number
F74I19000960007]; this project was also funded by Sardegna Ricerche
Project “Testare” [grant number F21B17000790005].
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Fig. 5. Contribution to the Iγ index calculated for each samples of 40K, 232Th and 226Ra.

Fig. 6. Radon exhalation rate and radium concentration for each stone sample.
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Table 4
Estimated steady-state radon concentration (Bq m −3) due to radon exhalation from the rocks with highest calculated radon exhalation rate.

Sample name
Test
duration Recorded radon concentrations

Estimated
Rn
exhalation
rate

Air
exchange
rate

Estimated
indoor radon
concentration

(h) (Bq m −3)
(Bq
m −2h −1) (h −1) (Bq m −3)

Pietra di Serrenti 100 h Minimum Maximum Average 0.92 0.2 7.36
36 840 429
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